
Pesa a ponte trasportabile /
Transportable weighbridge

MWB162C

La pesa a ponte trasportabile MWB162-C è indicata per la pesatura di automezzi e mezzi d’opera con portata fino a 

60 tonnellate. È idonea per installazioni sopraelevate.

La struttura è composta da elementi indipendenti che facilitano il trasporto ed il montaggio.

La determinazione del peso è garantita dal sistema elettronico, realizzato con 6 oppure 8 celle di carico collegate al 

terminale di rilevazione del peso, dotato a sua volta di stampante.

MWB162C PESA A PONTE TRASPORTABILE



CONSULTA
ON LINE

MWB162-C transportable weighbridge is suitable for weighing vehicles and work vehicles 

with a capacity of up to 60 tons. It is suitable for overhead installations.

The structure is made up of independent elements that facilitate transport and assembly.

The determination of the weight is guaranteed by the electronic system, made with 6 or 8 

load cells connected to the weight detection terminal, which in turn is equipped with a 

printer.

MWB162-C TRANSPORTABLE WEIGHBRIDGE

Struttura in metallo modulare

Elevata resistenza agli agenti atmosferici

Facilità di spostamento

Manutenzione semplice della struttura metallica

Elevato valore dell’usato

Collaudo di posa in opera secondo le normative vigenti

CARATTERISTICHE

Modular metal structure

High resistance to atmospheric agents

Ease of movement

Simple maintenance of the metal structure

High second-hand value

Testing of installation according to the regulations

FEATURES



Laboratorio Metrologico Srl
Via Generale Nastri, 23
84098 Lancusi (SA)

STABILIMENTO E PRODUZIONE

+39 089 954105
+39 089 954279
+39 335 8081596

ASSISTENZA

info@laboratoriometrologico.net
www.laboratoriometrologico.net

HELP DESK

Dim. (m)
8x3

14x3
14x3

18x3
18x3

Modello
MWB162C 83 4

MWB162C 143 6
MWB162C 143 8

MWB162C 183 6
MWB162C 183 8

Portata (kg)
40000

60000
80000

60000
80000

Div (g)
10

20
20

20
20

VERSIONE BASE

15000/30000/40000

30000/60000
30000/60000/80000

30000/60000
30000/60000/80000

Portata (kg) Div (g)
5/10/20

10/20
10/20/50

10/20
10/20/50

VERSIONE MULTIRANGE

Codice
0013

0026
0027

0036
0037

0005 / Versione multirange multiestensione

0006 / Singola Coppia pedane di accesso ferro/cemento per versione sopraelevata

OPZIONI

0005 / Multi-extension multirange version

0006 / Single Pair of iron / concrete access platforms for raised version

OPZIONI


